
Lightweight Gypsum Board

CertainTeed

The Easi-Lite™ Advantage:
•	 Up	to	30%	lighter	–	easy	to	lift,	carry	and	install	which	results	in	faster	installation
•	 For	wall	and	ceilings	applications	up	to	24”	(610	mm)	o.c.
•	 Uniform	high-strength,	sag	resistant	gypsum	core	with	100%	recycled		
	 face	and	back	paper
•	 Scores	and	snaps	with	less	dust
•	 GREENGUARD	Children	&	SchoolsSM	Certified
•	 Solid,	strong	edge	hardness	–	tapered	edges	for	perfect	joints

Up	to	30%	lighter	than	standard	wallboard
Ideal	for	wall	and	ceiling	applications.



One	Board	–	Multiple	Applications

Easi-Lite™	can	be	used	on	walls,	as	well	as	ceilings	with	24”	(610	mm)	o.c.	
frame	spacing	(perpendicular	to	framing)	when	water-based	texture	is	applied.
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CertainTeed Corporation
P.O. Box 860 

Valley Forge, PA 19482

Professional: 800-233-8990
Consumer: 800-782-8777www.certainteed.com/Easi-Lite      http://blog.certainteed.com

ASK ABOUT ALL OF OUR OTHER CERTAINTEED® PRODUCTS AND SYSTEMS:

ROOFinG •  SidinG • TRiM • deCkinG • RAilinG • FenCe • FOUndATiOnS
GYPSUM • CeilinGS • inSUlATiOn • PiPe

Lighter	weight		
and	sag	resistance	
makes	Easi-Lite	
ideal	for	ceilings.

Lighter	weight	•	Less	strain	•	Less	fatigue

www.CertainTeed.com/Easi-Lite?


